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Regulatory Information   

U.S.A. Requirements  

FCC Radio Frequency Class A Notice for Environmental Monitor  

This equipment has been tested and found to comply with the limits for a Class A 
digital device, pursuant to Part 15 of the Federal Communications Commission 
(FCC) rules. These limits are designed to provide reasonable protection against 
harmful interference when the equipment is operated in a commercial 
environment. This equipment generates, uses, and can radiate radio frequency 
energy. If it is not installed and used in accordance with the instruction manual, it 
may cause harmful interference to radio communications. Operation of this 
equipment in a residential area is likely to cause harmful interference, in which 
case users will be required to take whatever measures may be necessary to 
correct the interference at their own expense. Do not attempt to repair or modify 
this equipment. All repairs must be performed by Sensatronics, or an authorized 
Sensatronics representative.  

UL Listing - U.S. and Canada  

This equipment uses a power supply that has been listed by Underwriter 
Laboratories, Inc. for use in the U.S. and meets requirements of the Canadian 
Standards Association CAN/CSA.  
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Technical Support  

Sensatronics never charges for customer support. Everything you need 
to get started and to keep your Sensatronics solution operating smoothly 
is included with the cost of your purchase.  

Our highly skilled staff can answer your support questions and provide 
online training at your request  and you can share ideas with other 
Sensatronics customers through our online bulletin board.  

You can reach our support team in any of the following ways:  

 

Email us at support@sensatronics.com

   

Instant message us with AOL Instant Messenger  
Screen name: SensatronicsGuy  

 

Access our Support Forum www.sensatronics.com/bboard/

   

Call us at 1 (800) 633-1033   

http://www.sensatronics.com/bboard/


Sensatronics Model EM1 Environmental Monitor                                                                        2

 


